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Instructions For Use 

 

Instructions For Use Orthognathic plates 

 

Picture 1. Example of a maxillary orthognathic plates 

 

 

 

                                            

1 INTENDED USE 

Orthognathic plates are a custom-made, SINGLE USE implant intended to correct jaw and facial skeletal discrepancies. This medical device family specifically 
excludes AMSJIs, joint replacements, and any implants that come into direct contact with the central circulatory system or the central nervous system.  
Orthognathic plates are a CUSTOM-MADE medical device designed according to the patient’s anatomy, pathology and function, and to the surgeon’s 
preferences. The intended users are healthcare professionals (surgeons). 

2 CLINICAL CONDITIONS (INDICATIONS) 

The device is indicated for patients in the following conditions (but not limited to):  
- Correction of skeletal malocclusions (e.g., Class II, Class III, open bite, facial asymmetry). 
- Functional and aesthetic reconstruction of the maxilla and mandible. 
- Preparatory surgery for orthodontic treatment or prosthetic rehabilitation. 
- Correction of congenital or acquired craniofacial deformities. 

Trade name: Orthognathic plates 

Legal manufacturer: CADskills bv 

Address: Poortakkerstraat 41 H, 9051, St 
Denijs-Westrem, Gent, Belgium 

IBAN BE09 0017 8511 6157 
BIC GEBABEBB 

VAT BE 0458.423.582 

T +32 (0) 9 395 04 94 

info@CADskills.eu 
W CADskills.eu 
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3 CLINICAL OUTCOMES 

The principal clinical outcome is restoration of functional occlusion (mastication, phonation, respiration)  and aesthetic Improvement.  
 

4 CONTRAINDICATIONS/WARNINGS  

 
Single-use implants must not be reused. 

 
Ensure the patient’s overall health is assessed before implantation. Bone quality needs to be optimal. 

 
Do not use the device if there are active or suspected infections in or near the implantation site. 

 
Medications like bisphosphonates may influence bone healing. Consider discussing with the healthcare provider before proceeding. 

 
Do not implant the device in patients that smoke. 

 

Patients with a known allergy to titanium or other materials used in the implant should not undergo the procedure without proper 
alternatives or modifications. 

The materials the patients are exposed to when the device is implanted are Titanium grade 23, Titanium grade 5 (if screws are 
provided) and bio-resin. 

 
The procedure is not allowed for patients with previous radiotherapy treatment. 

 

Do not use components with open or damaged packaging. Return them to CADskills for re-cleaning, repacking and/or re-sterilization, as 
applicable. 

 

Do not reprocess components that have been implanted or have become contaminated with debris, residue, or body fluids, as 
applicable. 

 

Failure to use the recommended pre-drilling technique may result in improper screw placement, reduced fixation strength, or implant 
failure. 

 

Bone cement or other grouting agents should not be used when implanting these devices. Safety and efficacy have not been 
established for the use of bone cement or other grouting agents with these implants. 

 
Anatomical models are NOT INTENDED to be cleaned or sterilized. 

 

Implants should not be placed in contact with bone model surfaces, and the model should not be introduced into the sterile field at the 
time of surgery because of the possibility of contamination from residual substances on the model. 

 

If the user and/or patient that any serious incident that has occurred in relation to the device should be reported to the manufacturer 
and the competent authority of the member state in which the user and/or patient is established. 

 
The pre-drilling technique is required as the self-tapping screws provided for primary fixation are part of the implant. 

 

5 SYMBOLS EXPLANATION  

Symbol Meaning Symbol Meaning Symbol Meaning 

 

Please observe 
instructions for use 

 
Manufacturer 

 

Non-sterile product 

 

Do not re-use 
 

Reference number 

 

Don’t use when packaging 
damaged 

 

Lot number 

 

Medical device 

 

Do not re-sterile 

 

Single sterile barrier 
system with protective 
package 

 

Please observe instructions 
for us 

 

Date of manufacture 

 

Use-by date 

 

Single sterile barrier 
system 

 

 
Sterilized using steam or heat 
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Labels include also the following information (but are not limited to): device name, component or accessory name, lot number,  serial number, and shelf 
life. 

6 SET COMPONENTS 
 
Besides the Orthognathic plates, the set can also include the following device accessories (upon request): 
 

Set components Function When used Status upon arrival Intended status before use 

Orthognathic 
plate/s   

Device component  During the implant placement 
Cleaned and 
Sterile (steam sterilised)/non-
sterile (upon surgeon request) 

Cleaned and 
Sterile (steam sterilised) 

Cutting guide 

Ensures precise and accurate 
bone cutting by guiding the 
surgical tool for accurate 
bone resection. 

During bone preparation 
before implant placement. 

Cleaned and 
Sterile (steam sterilised)/non-
sterile (upon surgeon request) 

Cleaned and 
Sterile (steam sterilised) 

Screws 
Ensures primary fixation of 
the implant 

During the implant placement 
Cleaned and 
Sterile (steam sterilised)/non-
sterile (upon surgeon request) 

Cleaned and 
Sterile (steam sterilised) 

Dummies 
 

Verifies anatomical space for 
proper implant placement by 
simulating the final implant 
to check fitting. 

Before final implantation, 
during trial fitting. 

Cleaned and 
Sterile (steam sterilised)/non-
sterile (upon surgeon request) 

Cleaned and 
Sterile (steam sterilised) 

Wafer/s 
Ensuring correct positioning 
of maxilla and/or mandible 

During bone positioning 
before implant placement. 

Cleaned and 
Sterile (steam sterilised)/non-
sterile (upon surgeon request) 

Cleaned and 
Sterile (steam sterilised) 

Bone (Anatomical) 
Model 

Provides a visual 
demonstration of implant 
fitting, helping surgeons and 
patients visualize implant 
positioning. 

Preoperatively, for customer 
demonstration, planning and 
education. 

Non-cleaned and 
Non-sterile 

Non-cleaned and 
Non-sterile 

Loan set 
Surgical instruments for 
correct position of the 
screws 

During the implant placement 
Non-cleaned and 
Non-sterile 

Cleaned and 
Sterile (steam sterilised) 

Titanium grade 23 
allergy tests 
 

Samples in cubes of Titanium 
grade 23.  Determines 
patient compatibility with 
titanium implants by 
detecting allergic reactions 
to titanium components. 

Preoperatively, before implant 
selection. 

Non-cleaned and 
Non-sterile 

Non-cleaned and 
Non-sterile 

 

7 PACKAGING INFORMATION 
- The components of the set are single packaged in SteriCLIN (blue color model) pouches that comply with the VP code/quality specifications 

MM70-1/PP50-1 and are in accordance with ISO 11607. 
- The products and packaging are latex-free. 

 

8 IMPLANT CARD 
An implant card is provided as part of the documents provided during shipment. 

As for the healthcare professionals: 

- Accurately complete all patient and implant details before providing the card to the patient. 
- Educate the patient on the importance of keeping the card and presenting it to healthcare providers when needed. 
- Document periodic controls and implant status in the designated section to maintain an up-to-date record. 
- Advise the patient on where to find additional implant-related information (e.g., manufacturer’s website, QR code, or customer support). 

 
As per the patients: 

- Always carry the Implant Card and present it to healthcare professionals before any medical procedure, especially imaging (e.g., MRI scans). 
- Follow the periodic control schedule to ensure the implant remains in optimal condition. 
- Report any unexpected symptoms or complications related to the implant to your doctor. 
- Keep the card safe and legible. If lost, request a replacement from your healthcare provider or the manufacturer. 
- For up-to-date implant details and regulatory documents, visit the manufacturer’s website. 

 

9 SCANNING PROCEDURE 
Patients must be scanned as described in the CADskills data acquisition guidelines, as they can be found always in our website (CADskills.eu – surgeon – 

guidelines, manuals, forms and publications-Radiology guidelines) 
Patient CT scans are recommended to be submitted to the CADskills team within three months of the scan date. This ensures timely finalization and approval 
of the device design, allowing production to begin within four months of the scan date. 
It is recommended that patient dental anatomical models are provided, ensuring that the active orthodontic process has been completed at least two weeks 
prior to the scan. 
 
 

10 MANUFACTURING PROCESS 
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Outlined below is the complete process for designing and manufacturing a patient-specific implant system. The workflow and methods of data transfer 
are fully digital, with a strong preference for maintaining an efficient digital process. While deviations from this digital workflow are permitted, the use 
of digital methods is preferred whenever possible. The communication process during the prescription or order of orthognathic plates is designed to 
be flexible and adaptable to the preferences of the surgeon. Standard communication is conducted through web conferences, supplemented by email 
and phone. If a different communication channel is requested by the surgeon, the request will be evaluated and accommodated, provided it does not 
conflict with regulatory obligations. 
 
What follows is a brief stepwise summary of the full workflow: 
- (1) The surgeon sends us a CT/CBCT-scan of the patient’s pertaining anatomical region. The technical aspects of making the CT/CBCT 

scan are prescribed by CADskills in the CT/CBCT data acquisition guidelines. These guidelines can be found in annex 1 of this  document 
or at any time on our website. The standard means of data transfer is through cloud-based services (CADskills WeTransfer, Dropbox, …) 

- (2) The surgeon provides design input and a prescription. At approximately the same time of CT-data delivery, the surgeon must provide 
CADskills with the design guidelines and medical prescription. 

- (3) Implant Design phase. The CADskills engineer makes a first design proposition of the implant, based on the guidelines of the surgeon. 
The engineer makes a digital 3D visualization of the designed implants and sends it to the surgeon through our website . This design is 
evaluated by the surgeon and feedback is provided (e.g. by web meeting, website, ...). 
If any changes must be made, a second design iteration starts with a subsequent evaluation based on a new digital 3D visualization. This 
process of design iterations is repeated until the design fully meets the requirements of the surgeon.  The surgeon should make their 
procedure clear and should give information about their preferred surgical steps (maxilla-first or mandible-first, waferless or with 
wafers,…). 

- (4) Purchase order. The case date and price are agreed upon in a signed purchase order 
- (5) Segmentation. The CT (or CBCT of excellent quality) is segmented by the design engineer. It is possible that a low budget CBCT scanner 

or that artefacts do not make it possible to accurately segment. This is communicated to the client and a decision mu st be made. The 
segmentation is finally approved on the website by the client. 

- (6) Manufacturing. The implant is manufactured. 
- (7) Shipment to the hospital.  
- (8) The surgery is performed by the surgeon. 

 

11 SURGICAL PROCEDURE 
It is the surgeon’s responsibility to become familiar with the surgical techniques for implantation of these devices through studying relevant 
publications, consulting experienced associates, attending relevant training courses provided by CADskills and checking the available in CADskills 
website (link to the website in Section 13). 

- (1) The patient should be instructed to rinse their mouth the morning of the surgery with an oral antiseptic solution after routine dental 
hygeine. 

- (2) Patients are started on a broad-spectrum intravenous antibiotic (e.g., amoxycillin, cephalosporin) 1 hour prior to incision, followed by 
(3) 1 week of oral antibiotic therapy. Anti-inflammatory steroid therapy to minimize oedema may be started pre-incision and continued 
post-operatively as with other reconstructive or orthognathic surgery. 

- (3) A mouth rinse (chlorhexidine solution) is recommended before making an intraoral incision. 
- (4) The incision for placement of mandibular orthognathic plates is preferably 2 cm above the lower sulcus and in cheek mucosa. 

- (5) The incision for placement of maxillary orthognathic plates is intraorally. 

- (6) The implants and cutting guides are soaked in chlorhexidine or povidone iodine solution; the wound cavity is rinsed using 3% peroxide 
and chlorhexidine or povidone iodine solution. 

- (7) Cutting guides need to be positioned and fixated at the fixation holes. They can also include pre-drilling holes, which allow to pre-drill 
the correct locations where the screws of the orthognathic plates will be placed. The cutting planes define the bone cuts needed to 
achieve the correct osteotomies. 

- (8) After these osteotomies, the bone is positioned. Which bone is positioned first, depends on which procedure was agreed to be 
followed (maxilla-first or mandible-first). This positioning can be guided with a wafer or was planned waferless.  

o In case of a wafer: the intermediate wafer is placed to guide the jaw correctly. Once secured with plates, the final wafer 
is used to guide the other jaw segment and achieve the final occlusion. 

o In case of waferless: the plates and the cutting guide are used to position the bone segments without an occlusal wafer. 

Carefully discuss the planning with the medical engineer to achieve a well-planned surgical plan. 

- (9) If the orthognathic surgery is planned together with a surgery of a TMJR Parametro prosthesis, the surgeon can also depend on wafers 
for repositioning of the jaw, if he wants this. For the surgical planning of TMJR Parametro prostheses, please look at the corresponding 
IFU.  

- (10) Verification of occlusion, skeletal stability, and soft tissue adaptation. 
- (11) Proper position may be check with fluoroscopy. 

 

 

12   STORAGE AND HANDLING CONDITIONS 
 
To ensure the integrity and safe use of orthognathic plates, it is recommended to be stored at temperatures ≤ 30°C, as exceeding 30°C may lead to 
degradation. Air-conditioned rooms are ideal for maintaining the integrity of these components. All products must be stored in a dry and dust-free 
environment.  
Handle implants carefully to avoid physical damage. Ensure packaging remains intact to protect from contamination. 
The biocompatibility is evaluated in accordance with ISO 10993, which outlines the requirements for testing and ensuring the device's safety when in 
contact with the human body. 

13   DISPOSAL 
Devices may not be disposed of, if a device is explanted, it should be sent back to CADskills for further investigation. 

14   CLEANING AND STERILIZATION  
There are various options available for delivering sterilized devices, and two sterilization statuses can be provided upon request: 

- Sterile: The items are provided sterile, and no autoclaving is required. The corresponding shelf-life date is indicated on the packaging. 
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- Non-sterile: The items can be provided non-sterile and steam sterilization/autoclaving is required. The items are provided in non-sterile, see-
through pouches and is recommended to be carried out according to the following validated autoclaving process to ensure the safety and 
functionality of the implant components. 
 

The following autoclave conditions are recommended to be used: 

 

Sterilization cycle Pre-Vacuum (Dynamic air removal) 

Temperature  >= 134°C 

Plateau Period >= 3 minutes and 30 seconds 

Pressure >= 2.1 bar (average pressure during the entire cycle) 
>=  3.1 bar (average pressure during the holding time) 

Drying time  >= 20 min 
>= 30 min 

 

 

The steam autoclaves used must comply with EN 285 and EN 13060 regarding validation, servicing, maintenance, and control. The responsibility for the 

maintenance, qualification, and validation of the sterilization equipment and process lies with the user. Proper sterilization of the implant components is 

the responsibility of the operator or product user. 

15     LIMITED WARRANTY 
 
CADskills warrants that this product meets the manufacturer’s specifications and is free from manufacturing defects at the time of delivery. This warranty 
specifically excludes defects resulting from misuse, abuse, or improper handling of the product after receipt by the purchaser. 

16      DEVICE CLASSIFICATION 
Classification of the device referred to as the ‘classification rules’ and are set out in Annex VIII of Regulation (EU) 2017/745 on medical devices (MDR).  
This medical device is risk-based classified as Class IIb. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 


