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Instructions For Use 

    Cutting guides 

 

Picture 1. Example of a custom-made cutting guide 

 

 

 

          

1 INTENDED USE 

Cutting guide is a custom-made, SINGLE USE precision tools for guide positioning or osteotomies. A cutting guide ensures precise and accurate bone cutting 
by guiding the surgical tool for accurate bone resection. The intended users are healthcare professionals (surgeons). 

2 CLINICAL CONDITIONS (INDICATIONS) 

The cutting guide is intended to assist surgeons in performing precise bone resections or positioning during reconstructive or corrective surgeries, 
including but not limited to: 

- Cranio-maxillofacial surgery (e.g., mandibular or maxillary osteotomies, orthognathic surgery, cranial vault reconstruction) 

- Temporomandibular joint (TMJ) surgery (e.g., condylectomy, joint replacement preparation) 

- Cranial defect reconstruction (e.g., cranioplasty planning and execution) 

- Trauma surgery involving bone realignment or segment repositioning 

- Reconstructive procedures following tumor resection or congenital deformities 

- Orthopaedic or maxillofacial osteotomies requiring precise cutting planes for bone adaptation to implants or prostheses 

3 CLINICAL OUTCOMES 

 
The use of the custom-made, single-use cutting guide is intended to improve the accuracy, reproducibility, and safety of osteotomies or bone positioning 
during surgery. The expected clinical outcomes include: 

 

- Enhanced surgical precision through accurate transfer of the preoperative plan to the operative field. 

- Reduced surgical time, due to simplified intraoperative guidance and reduced need for manual intraoperative adjustments.  

- Improved anatomical fit and functional outcomes, by ensuring optimal bone resection and implant alignment. 

- Decreased intraoperative risks, such as unintended bone or soft tissue damage. 
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- Improved postoperative recovery and aesthetic results, due to more predictable reconstruction and better symmetry. 

- Increased overall reproducibility and consistency across surgeries performed according to preoperative digital planning. 

4 CONTRAINDICATIONS 

The use of the cutting guide is contraindicated in the following situations: 

- Presence of active or chronic infection in or near the planned surgical site. 

- Insufficient bone quality or quantity that would compromise accurate seating or stability of the guide. 

- Systemic diseases or conditions associated with poor bone healing or increased susceptibility to infection (e.g., uncontrolled diabetes, 
immunosuppression). 

- Severe bone defects, deformities, or anatomical abnormalities preventing proper fit or stability of the guide. 

- Allergic reactions or known hypersensitivity to any material used in the manufacturing of the guide (e.g., polyamide, resin, or titanium). 

- Patients with immature skeletal structures (pediatric patients) where anatomical changes are still expected. 

- Neurological or psychological conditions preventing the patient from cooperating during surgery or following postoperative instructions. 

- Patients with foreign body reactions to previous surgical guides or materials of similar composition. 

- Cases requiring only partial guidance or insufficient anatomical referencing, where the guide cannot ensure safe and accurate use. 

5 MATERIALS 

Titanium grade 23 or Bio-resin  

6 CONTRAINDICATIONS/WARNINGS  

 
Single-use guides+ must not be reused. 

 
Ensure the patient’s overall health is assessed before the use of the guide. Bone quality needs to be optimal. 

 
Do not use the device if there are active or suspected infections in or near the anatomical site. 

 

Do not use the device in cases of uncontrollable masticatory muscle hyperfunction (clenching or grinding), as this may lead to screw 
overload and loosening. 

 
Medications like bisphosphonates may influence bone healing. Consider discussing with the healthcare provider before proceeding. 

 
Smoking may negatively affect the healing process and guide integration. Patients should be advised to quit or reduce smoking. 

 

Patients with a known allergy to titanium or other materials used in the guide should not undergo the procedure without proper 
alternatives or modifications. 

The materials the patients are exposed to when the device is guideed are Titanium grade 23 and bio-resin. 

 
The procedure is not allowed for patients with previous radiotherapy treatment. 

 

Do not use components with open or damaged packaging. Return them to CADskills for re-cleaning, repacking and/or re-sterilization as 
applicable. 

 
Do not reprocess guides that have been used have become contaminated with debris, residue, or body fluids. 

 

The pre-drilling technique is required as the self-tapping screws provided for primary fixation are part of the guide. 
If not performance of the recommended pre-drilling technique, improper screw placement, reduced fixation strength, or guide failure 

may occur. 

 
Anatomical models are NOT INTENDED to be cleaned or sterilized. 

 

Guides should not be placed in contact with bone model surfaces, and the model should not be introduced into the sterile field at the 
time of surgery because of the possibility of contamination from residual substances on the model. 

 

 

If the user and/or patient that any serious incident that has occurred in relation to the device should be reported to the manufacturer 
and the competent authority of the member state in which the user and/or patient is established. 

 

 
Please verify the identification of the guide prior to surgery. In case of incorrect identification, immediately contact CADskills. 

 
Do not use accessories other than those supplied by CADskills to perform the surgical steps described in this document. 

 

Be aware that the personalized components have been manufactured based on CB(CT) scans of the patient. If the patient’s anatomy has 
changed significantly since the time of the CB(CT) scan, the TMJ System should not be used. 
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7 SYMBOLS EXPLANATION  
Symbol Meaning Symbol Meaning Symbol Meaning 

 
 

 

Please observe 
instructions for use 

 
Manufacturer 

 
Non-sterile product 

 
Do not re-use 

 
Reference number 

 
 Don’t use when 

packaging damaged 

 

 

Lot number  Medical device 

 
Do not re-sterilize 

 

 

Single sterile barrier 
system with protective 

packaging outside 
 Please observe instructions 

for us 
 

Date of manufacture 

 Use-by date  Double sterile barrier 
system 

 Sterilized using steam or 
heat 

 

Labels include also the following information (but are not limited to): device name, component or accessory name, lot number,  serial number, and shelf 
life. 

8 SET COMPONENTS 
Besides the CUTTING GUIDE guide, the set can also include the following device accessories (upon request): 
 
 

Set components Function When used Status upon arrival Intended status before use 

Screws 
Ensures primary fixation of 
the guide 

During the guide placement 
Cleaned and 
Sterile (steam sterilised)/Non-
sterile (upon surgeon request) 

Cleaned and 
Sterile (steam sterilised) 

Bone (Anatomical) 
Model 

Provides a visual 
demonstration of guide 
fitting, helping surgeons and 
patients visualize guide 
positioning. 

Preoperatively, for customer 
demonstration, planning and 
education. 

Non-cleaned and 
Non-sterile 

Non-cleaned and 
Non-sterile 

Titanium grade 23 
allergy tests 
 

Samples in cubes of Titanium 
grade 23.  Determines 
patient compatibility with 
titanium guides by detecting 
allergic reactions to titanium 
components. 
 

Preoperatively, before guide 
selection. 

Non-cleaned and 
Non-sterile 

Non-cleaned and 
Non-sterile 

9    PACKAGING INFORMATION 

- The guide is double packaged in SteriCLIN (blue color model) pouches that comply with the VP code/quality specifications MM70-1/PP50-1 
and are in accordance with ISO 11607. 

- The products and packaging are latex-free. 

10 GUIDE CARD 
An guide card is provided as part of the documents provided during shipment. 

As for the healthcare professionals: 

- Accurately complete all patient and guide details before providing the card to the patient. 
- Educate the patient on the importance of keeping the card and presenting it to healthcare providers when needed. 
- Document periodic controls and guide status in the designated section to maintain an up-to-date record. 
- Advise the patient on where to find additional guide-related information (e.g., manufacturer’s website, QR code, or customer support). 

 

As per the patients: 

- Always carry the Guide Card and present it to healthcare professionals before any medical procedure, especially imaging (e.g., MRI scans). 
- Follow the periodic control schedule to ensure the guide remains in optimal condition. 
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- Report any unexpected symptoms or complications related to the guide to your doctor. 
- Keep the card safe and legible. If lost, request a replacement from your healthcare provider or the manufacturer. 
- For up-to-date guide details and regulatory documents, visit the manufacturer’s website. 

11 SCANNER PROCEDURE 

Patients must be scanned as described in the CADskills data acquisition guidelines, as they can be found always on our website (CADskills.eu – surgeon – guidelines, 
manuals, forms and publications-Radiology guidelines) 

CT scans are recommended to be submitted to the CADskills team within three months of the scan date. This ensures timely finalization and approval of 
the device design, allowing production to begin within four months of the scan date. 

It is recommended that patient if anatomical dental models are provided, ensure that the active orthodontic process has been completed at least two weeks 
prior to the scan. 

12 MANUFACTURING PROCESS 

 
This section describes the process for the design and manufacture of the CADskills Cutting Guide, a custom-made, single-use precision tool 
intended to assist surgeons in accurate bone resections or osteotomies. 

1. Before shipment, the following steps are performed: 
The patient case is pre-approved by the surgeon, and an order for a CADskills Cutting Guide is placed through the CADskills platform or 
via authorized communication channels. 

2. The patient undergoes CT scanning according to CADskills’ scanning guidelines (available at cadskills.eu – Surgeon → Guidelines, 
Manuals, Forms and Publications). The native DICOM dataset is uploaded securely via WeTransfer or Dropbox to CADskills. 

3. The CT data is evaluated by the CADskills engineering team to generate a virtual 3D model of the patient’s anatomy. In cases with poor 
occlusion, asymmetry, or extensive dental restorations, separate scans of upper and lower models in the desired occlusion are 
requested and uploaded as additional files. 

4. The resection or cutting planes are defined by the surgeon in collaboration with the CADskills Product Designer. A design rev iew 
meeting or call may be arranged to ensure full alignment on surgical requirements and guide positioning.  

5. Once the virtual design of the cutting guide is reviewed and formally approved by the surgeon, manufacturing begins. The cutt ing guide 
is produced using additive manufacturing (3D printing) under controlled environmental conditions. The production time typ ically 
requires a minimum of four weeks following design approval. 

6. Each guide undergoes dimensional verification against the approved digital model to ensure accuracy. Visual inspection and 
documentation reviews are performed to confirm conformity with the design and material specifications.  

7. The cutting guide, along with any requested fixation elements, is cleaned, packaged, and labeled as per CADskills’ quality procedures. 
The device is sterilized and shipped to the surgeon’s hospital or surgical facility.  

8. The cutting guide is used intraoperatively by qualified healthcare professionals according to the approved surgical plan. The device is 
single-use only and must be discarded after the procedure. 

 

13 SURGICAL PROCEDURE 

It is the surgeon’s responsibility to be thoroughly familiar with the surgical techniques associated with the use of this Cut ting Guide. 

This includes reviewing relevant publications, consulting experienced colleagues, attending training sessions provided by CADskills, and referring to 

the guidelines and manuals available on the CADskills website (see link in Section 13). 

- Handle the cutting guide with care. Do not apply excessive force or place heavy objects on top of it, as deformation may compromise the 

accuracy of the planned osteotomy. 

- The guide must not come into contact with abrasive or contaminating objects that could alter its surface or geometry.  

- Visually inspect both the packaging and the guide prior to use to detect any sign of damage, contamination, or deterioration.  

- Verify the integrity of the double sterile barrier system. Do not use the guide if the packaging is opened, damaged, unsealed , or shows 

any sign of compromised sterility. 

- Do not reuse the cutting guide after accidental dropping or after a completed surgery; it is a single-use, patient-specific device. 

- It is recommended to perform the surgical procedure within 6 months of the (CB)CT scan on which the guide design was based. I f the 

patient’s anatomy has changed significantly since imaging, the guide should not be used, even if the 6-month period has not expired. 

 

13.1 PATIENT PREPARATION 
Instruct the patient to follow standard preoperative hygiene practices (e.g., hair washing).  
Administer preoperative antibiotics and anti-inflammatory medications according to institutional protocols. 
Position the patient appropriately and prepare the surgical field to ensure unobstructed access to the target bone area.  
Ensure the cutting guide packaging is intact and sterile. Do not use if the packaging is damaged or the device has been dropped or contaminated. 

13.2 SURGICAL ACCESS 
Surgical approach is determined by the surgeon based on the anatomical site and preoperative planning. 
Standard surgical access techniques (e.g., submandibular, temporal, or intraoral approaches) may be modified according to the patient’s anatomy or 
prior surgeries. 
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13.3 PLACEMENT AND USE OF THE CUTTING GUIDE 

The cutting guide should be positioned according to the preoperative plan. 
If fixation is required, secure the guide with the minimal number of screws necessary to prevent movement. 
Perform osteotomies or resections following the guide’s cutting planes using appropriate instruments (e.g., saw, drill, or piezo device). 
Verify guide placement visually before each cut. Adjust positioning if necessary to ensure correct alignment.  

13.4 VERIFICATION OF GUIDE FIT 
Ensure the guide sits securely without rocking or instability. 
Remove any soft tissue or bone spicules that may interfere with accurate seating of the guide.  
Confirm alignment with preoperative imaging or digital planning models, if available. 

13.5 FINAL STEPS 
Complete all bone resections or osteotomies according to the surgical plan. Remove the cutting guide carefully. Do not reuse. Irrigate the surgical 
site and close tissues following standard surgical procedures. Apply postoperative dressings as required. 

14 STORAGE AND HANDLING CONDITIONS 
To ensure the integrity and safe use of the cutting guide, it is recommended to be stored at temperatures ≤ 30°C, as exceeding 30°C may lead to degradation. 

Air-conditioned rooms are ideal for maintaining the integrity of these components. All products must be stored in a dry and dust-free environment.  

Components of the cutting guide must be stored in the original protective packaging in a dry and clean place at ambient temperature protected from sunlight 

and heat sources.   

Handle guides carefully to avoid physical damage. Ensure packaging remains intact to protect from contamination. 

The biocompatibility is evaluated in accordance with ISO 10993, which outlines the requirements for testing and ensuring the device's safety when in contact 

with the human body. 

15 DISPOSAL 
Devices may not be disposed of, if a device is explanted, it should be sent back to CADskills for further investigation.  Any accessories that has been 

contaminated with blood, tissue or other bodily fluids/matter is considered infectious medical device waste and should be han dled and disposed in 

accordance with hospital procedures. 

16 CLEANING AND STERILIZATION  
Devices may be delivered in different sterilization states, depending on customer request. Different options are available: 

- Sterile: The items are provided sterile, and no autoclaving is required. The corresponding shelf-life date is indicated on the packaging. In this 
case products (packed in blue pouches) are first sealed in the inner pouch, which constitutes the sterile barrier and undergoes the sterilization 
process. After sterilization, the outer pouch is applied to provide an additional layer of protection during storage, handling, and transport.  

- Non-sterile: The items can be provided non-sterile and steam sterilization/autoclaving is required. The items are provided in non-sterile, see-

through pouches and is recommended to be carried out according to the following validated autoclaving process to ensure the safety and 

functionality of the guide components. 

In case the products need to be sterilized at the customer’s facility, the following autoclave conditions are recommended: 

Sterilization cycle Pre-Vacuum (Dynamic air removal) 

Temperature  >= 134°C 

Plateau Period >= 3 minutes and 30 seconds 

Pressure >= 2.1 bar (average pressure during the entire cycle) 
>=  3.1 bar (average pressure during the holding time) 

Drying time  >= 20 min 

 

The steam autoclaves used must comply with EN 285 and EN 13060 regarding validation, servicing, maintenance, and control. The responsibility for the 

maintenance, qualification, and validation of the sterilization equipment and process lies with the user. Proper sterilization of the guide components is the 

responsibility of the operator or product user. 

17 LIMITED WARRANTY 

CADskills warrants that this product meets the manufacturer’s specifications and is free from manufacturing defects at the time of delivery. This warranty 
specifically excludes defects resulting from misuse, abuse, or improper handling of the product after receipt by the purchaser. 

18  DEVICE CLASSIFICATION 
Classification of the device referred to as the ‘classification rules’ and are set out in Annex VIII of Regulation (EU) 2017/745 on medical devices (MDR).  
This medical device is risk-based classified as Class IIa. 
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19 ADDITIONAL DOCUMENTS 
Detailed information about the device and accessories can be found in the related ‘Manuals, Guidelines, and Forms’ folder on the CADskills portal, including 

but not limited to: 

- Scanning instructions and protocol 
- Surgical standard operating manual 
- Dental steps manual 
- Post surgery patient related questionnaire 
- Prevention and management of local infections 
- Precautions and aftercare 
- Steps towards a final dental prosthesis 

- Additional information about the device is described in publications located in the can be found in the Scientific Publications folder on the 

CADskills portal. 

 
 
For any questions, concerns, or feedback regarding the CADskills Cutting Guide, please contact your CADskills representative or CADskills Customer Service 
info@cadskills.eu For patients or users in the European Union and countries with identical regulatory regimes (Regulation (EU) 2017/745 on Medical 
Devices), if a serious incident occurs during the use of this device or as a result of its use, it must be reported immediately to CADskills, its authorized 
representative in the EU, and the relevant national competent authority. Reporting serious incidents ensures continued safety and effectiveness of the 
device. 
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